In the Claims: 



1 1 . (currently amended) A Christmas tree structure of decorating lamp lamps , comprised 

2 of strings of decorating lamps, branches^ and a trunk, wherein said branches are 

3 arranged and located in li t - p ar-li t s tr uc t ure around the trunk, and the string of 

4 decorating lamps are lo-ca t ed located on the braches branches : t he fea t h e r is in 

5 therer [[the]] a cord part of said string of decorating lamp lamps has more than one 

6 palm-shaped branches branch , coordinating to the branch in shape, and at [[the]] a 

7 tip end a bulb is built on and connected in electric con-nec t ion connection , and [ [the] ] 

8 cords coordinating to [[the]] a core shaft of the branch [[is]] are hidden 

9 synchronously simultaneously as binding [ [the] ] clusters of needle-shaped leaves on 

1 0 the core shaft with a binding belt; wherein a lamp-holder holding said bulb has a 

11 retainer for fastening on the tip end of the cluster of the needle-shaped leaves . 

1 2. (currently amended) [[A]] The Christmas tree structure of decorating lamp lamps as 

2 claimed in claim 1 , wherein[[,]] said string of decorating lamps has a cou-ple of plug 

3 and a socket built on t he bo t h ends separa t ely thereof, respectfully . 

1 3. (currently amended) [[A]] The Christmas tree structure of decorating lamp lamps as 

2 claimed in claim 1 , wherein[[,]] said palm-shaped branches of said string of decorating 

3 lamps are arranged in a horizontal array around the trunk, and in a stepped 

4 construction from [ [the] ] a bottom to [ [the] ] a top circularly and upward, one terminal 

5 is connected to [[the]] a power source. 
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1 4. (currently amended) [[A]] The Christmas tree structure of decorating temp lamps as 

2 claimed in claim 1 , wherein[[,]] said palm-shaped branches of said string of decorating 

3 lamps are arranged in a horizontal array around the trunk, and in a stepped 

4 construction from [[the]] a top to [[the]] a bottom circularly and downward, one 

5 terminal is connected to [[the]] a power source. 

1 5 . (currently amended) [ [A] ] The Christmas tree structure of decorating temp lamps as 

2 claimed in claim 1 , wherein[[,]] said palm-shaped branches of said string of decorating 

3 lamps are arranged in a vertical array along the trunk, each of them is retained on 

4 [[the]] a different level but [[the]] a same orientation on the branches, one terminal 

5 is connected to [[the]] a power source. 

1 6. (currently amended) [[A]] The Christmas tree structure of decorating temp lamps as 

2 claimed in claim 3 or claim 4, wherein[[,]] in [[the]] a connection of said palm-shaped 

3 branches and the branch, all or part of the palm-shaped branches of said strings of 

4 decorating lamps in [[the]] a same branch consist of a local connection unit. 

1 7. (currently amended) [[A]] The Christmas tree structure of decorating temp lamps as 

2 claimed in claim 5, wherein[[,]] in [[the]] a connection of said palm-shaped branches 

3 and the branch, all or part in [[the]] a same orientation consist of a local connection 

4 unit in the branch. 

1 8. (cancelled) 



5 



